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SPECIFICATIONS
VPE WALL TYPE
INDOOR UNIT OUTDOOR UNIT INDOOR UNIT OUTDOOR UNIT
MODEL RAS-PH18PHLAE RAC-PH18WHLAE RAS-PH24PHLAE RAC-PH24WHLAE
POWER SOURCE 1 PHASE 60Hz 208-230V
TOTAL INPUT (W) 1650
TOTAL AMPERES (A 7.20
COOLING
(KW) 6.5
CAPACITY
(B.T.U./h) 18000 (6000-22000) 22000 (7000-27000)
TOTAL INPUT (W) 1825
TOTAL AMPERES (A) 8.00
HEATING
(KW) 73
CAPACITY
(B.T.U/MD 21600 (6700-28000) 25000 (7100-31000)
W 43.30 37.40 43.30 37.40
(1100) (950) (1100) (950)
, 11.81 37.20 11.81 37.20
DIMENSIONS inch (mm) H
(300) (945) (300) (945)
5 10.23 14.57 10.23 14.57
(260) (370) (260) (370)
NET WEIHGT Ibs (Kg) 33.1 (15) 175.3 (79.5) 33.1 (15) 175.3 (79.5)

SPECIFICATIONS AND PARTS ARE SUBJECT TO CHANGE FOR IMPROVEMENT

INDOOR UNIT + OUTDOOR UNIT

SEPTEMBER 2021
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ROOM AIR CONDITIONER
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11.
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SAFETY DURING REPAIR WORK

In order to disassemble and repair the
unit in question, be sure to disconnect
the power cord plug from the power outlet
before starting the work.

If it is necessary to replace any parts, they should be replaced with respective genuine parts for the unit,
and the replacement must be effected in correct manner according to the instructions in the Service Manual
of the unit.

If the contacts of electrical parts are
defective, replace the electrical parts without
trying to repair them.

After completion of repairs, the initial state should be
restored.

Lead wires should be connected and laid as in the initial
state.

Modification of the unit by the user himself should absolutely
be prohibited.

Tools and measuring instruments for use in repairs or inspection should be accurately calibrated in advance.

In installing the unit having been repaired, be careful to prevent the occurence of any accident such as
electrical shock, leak of current, or bodily injury due to the drop of any part.

To check the insulation of the unit, measure the insulation resistance between the power cord plug and
grounding terminal of the unit. The insulation resistance should be 1M or more as measured by a 500V
DC megger.

The initial location of installation such as window, floor or the other should be checked for being and safe
enough to support the repaired unit again.

If it is found not so strong and safe, the unit should be installed at the initial location after reinforced or at
a new location.

Any inflammable object must not be placed about the location of installation.

Check the grounding to see whether it is proper
or not, and if it is found improper, connect the
grounding terminal to the earth.

If refrigerant gas leaks during repair work,
please ensure there is enough ventilation, leaked
refrigerant that accumulates in stagnation, rarely
causes any igntition when in contact with flame
(stove, heater). However it will generate toxic

fumes.

If refrigerant gas leaks, be sure to repair the leak(s) securely before recharge the unit. Refrigerant (R410A) is
harmless. However when comes in contact with fire will generate toxic gas.



WORKING STANDARDS FOR PREVENTING BREAKAGE OF SEMICONDUCTORS

1.

Scope

The standards provide for items to be generally observed in carrying and handling semiconductors in relative
manufacturers during maintenance and handling thereof. (They apply the same to handling of abnormal
goods such as rejected goods being returned).

Object parts

(1) Micro computer

(2) Integrated circuits (I.C.)

(3) Field-effective transistor (F.E.T.)

(4) P.C. boards or the like to which the parts mentioned in (1) and (2) of this paragraph are equipped.

ltems to be observed in handling

(1) Use a conductive container for carrying and storing of parts. (Even rejected goods should be handled
in the same way).

IC

A conductive polyvinyl bag

@(C

(2) When any part is handled uncovered (in counting, packing and the like), the handling person must always
use himself as a body earth. (Make yourself a body earth by passing 1M earth resistance through a
ring or bracelet).

Conductive sponge

Fig. 1. Conductive container

(3) Be careful not to touch the parts with your clothing when you hold a part even if a body earth is being
taken.

(4) Be sure to place a part on a metal plate with grounding.

(5) Be careful not to fail to turn off power when you repair the printed circuit board. At the same time, try
to repair the printed circuit board on a grounded metal plate.

Body earth
(Elimik conductive band)

Clip for connection with a
grounding wire

Fig. 2. Body Earth



(6) Use a three wire type soldering iron including a grounding wire.

Metal plate (of aluminium, stainless steel, etc.)
Bare copper wire (for body earth)

\ | Working table

Resistor 1 MQ (1/2W)

Staple

e Earth wire

Fig. 3. Grounding of the working table

Soldering iron

Grounding wire

/

Screw stop at the screwed
part using a rag plate

Fig. 4. Grounding a solder iron

Use a high insulation mode (100V, 10MC2 or higher) when ordinary iron is to be used.

(7) In checking circuits for maintenance, inspection or some others, be careful not to have the test probes of
the measuring instrument short circuit a load circuit or the like.



A\ CAUTION

1. In quiet or stop operation, slight flowing noise of refrigerant in the refrigerating cycle is heard occasionally,
but this noise is not abnormal for the operation.

2. When it thunders nearby, it is recommended to stop the operation and to disconnect the power cord
plug from the power outlet for safety.

3. In the event of power failure, the airconditioner will restart automatically in the previously selected mode
once the power is restored. In the event of power failure during TIMER operation, the airconditioner will
not start automatically. Re-press START/STOP button after 3 minutes from when unit stopped or power
recovery.

4. If the room air conditioner is stopped by adjusting thermostat, or miss operation, and re-start in a moment,
there is occasion that the cooling and heating operation does not start for 3 minutes, it is not abnormal
and this is the result of the operation of IC delay circuit. This IC delay circuit ensures that there is no
danger of blowing fuse or damaging parts even if operation is restarted accidentally.

5. This room air conditioner should not be used at the cooling operation when the outside temperature is
below -18°C(-0.4°F).

6. This room air conditioner (the reverse cycle) should not be used when the outside temperature is below

-25°C(-13°F)
If the reverse cycle is used under this condition, the outside heat exchanger is frosted and efficiency falls.

7.  When the outside heat exchanger is frosted, the frost is melted by operating the hot gas system, it is not
trouble that at this time fan stops and the vapour may rise from the outside heat exchanger.



SPECIFICATIONS

W w w w
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MODEL © 3 % N
I I I I
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o o o o
FAN MOTOR 38W 120W
FAN MOTOR CAPACITOR NO NO
FAN MOTOR PROTECTOR NO NO
COMPRESSOR NO ATD186UKQAILT6C
COMPRESSOR MOTOR CAPACITOR NO NO
OVERLOAD PROTECTOR NO YES
OVERHEAT PROTECTOR NO YES
FUSE (for MICROPROCESSOR) NO 5.0A
POWER RELAY NO G4A
POWER SWITCH NO NO
TEMPORARY SWITCH YES NO
SERVICE SWITCH NO YES
TRANSFORMER NO NO
VARISTOR NO ERZVOV431
NOISE SUPPRESSOR NO YES
THERMOSTAT YES(IC) YES(IC)
REMOTE CONTROL SWITCH
(LIQUID CRYSTAL) YES NO
UNIT | 4.74 Ib (2.15kg)
REFRIGERANT
CHARGING VOLUME
(Refrigerant R410A) PPES | - MAX. 98.5ft (30m)

Min 9.8ft(3m)

In case the pipe length is more than 49.2ft(15m), add refrigerant R410A at 10gram per every meter exceeds.




INDOOR MODEL : RAS-PH18PHLAE, RAS-PH24PHLAE

Direction of Piping Figure showing the Installation of Indoor
Horizontally
dicul
parpendicular /\ CAUTION
N)

Connectiol ® The difference in height between the indoor and
There are 6 directions allowed, namely, outdoor unit §houl<_i be kept max. 6§.Gft (20m).
horizontally perpendicular to the unit, ® The connecting pipe, no matter big or small,
vertically down from right, horizontally out should all be msplated wph insulation pipe and
from right, horizontally out to left, Ihgn wrapped \«{atlj plastlc tape. (The .msulalor
horizontally out to right, vertically down from will deteriorate if it is not wrapped with tape).

left.
Don't form the piping downward at the left of
the unit.

above 3-15/16"(100mm)

above 3-15/16"(100mm)

(40mm)

above 3-15/16"
(100mm)

above 1-9/16"

90-9/16"(2300mm) or more

The indoor piping
should be insulated with
the enclosed insulation
pipe. (If the insulator is
insufficient, please use
commercial products).

above 11-13/16"(300mm)

e The connecting pipe,
no matter big or small,
should all be insulated
with insulation pipe
and then wrapped
with plastic tape. (The
insulator will deteriorate
if itis not wrapped with
tape).

The connection of
insulated drain hose.

inner diameter 05/8"

m ﬁ (16mm)

Please use insulated
drain hose for the
indoor piping
(commercial product).



OUTDOOR MODEL : RAC-PH18WHLAE, RAC-PH24WHLAE

-

ACAUTION )

® A brazed, welded or mechanical

connection shall be made before
opening the valves to permit
refrigerant to flow between the
refrigerating system parts. A vacuum
valve shall be provided to evacuate
the interconnecting pipe and/or any
uncharged refrigerating system.

Mechanical connectors used indoor
shall comply with ISO 14903.
When mechanical connectors are
reused indoors, sealing parts shall
be renewed. When flare joints are
reused indoors, the flare part shall
be re-frabricated.

Refrigerant tubing shall be protected

/A WARNING

® Flare connection only at
outside of building

/A CAUTION

® [nstallation of pipe length less
than minimum pipe length
requirement 9-27/32ft(3m) may
generate an abnormal sound.

or enclosed to avoid damage. )

3% above 27-9/16in(700mm)

above 27-9/16in(100mm)

above 3-15/16in
(100mm)

Maximum pipe length 98-27/64(30m
Minimum pipe length 9-27/32(3m)

[ |

above 3-15/16in(100mm)

/A CAUTION

® The difference in height between the indoor and
outdoor unit should be kept max. 65-39/64ft(20m),

® The connecting pipe, no matter big or small,
should all be insulated with insulation pipe and
then wrapped with plastic tape. (The insulator
will deteriorate if it is not wrapped with tape).

Refrigerant piping
must be protected
from physical

damage. Install a
plastic cover or
equivalent.

N

The connecting pipe,
no matter big or small,
should all be insulated
with insulation pipe and
then wrapped with plastic
tape. (The insulator will
deteriorate if it is not
wrapped with tape).

(o

3% give clearance as
wide as possible

\

(The connection of insulated \
drain hose.

inner diameter 5/8in

Please use insulated drain
hose for the indoor piping
\(commercial product). )

above 7-7/8in(200mm)




Important Notice
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PREPARATION BEFORE OPERATION

Bl To set the batteries

1. Slide the cover to take it off.

2. Set two dry batteries type AAA/LRO3 (alkaline).
The batteries must be placed in the position of “+” and “-” polar.
Reinstall the cover of battery box.

Press Reset button.

o

B To mount the remote controller holder to the wall

Choose a place from where the signals can reach the unit.

Mount the remote controller holder to a wall, a pillar or similar location with the
provided screws.

3. Place the remote controller in the remote controller holder.

N —

Remote controller

NOTES

Notes for the batteries

® When replacing the batteries, use the same type of batteries to replace the
old batteries.

® When the remote controller is not being used for a long time, please take
out the batteries.

® The batteres will last for approximately 1 year. When the remote controller
is not being used for a long time, replace both batteries with new size AAA.
LRO3 (alkaline). \

® The provided batteries are only for the initial use. The lifespan of the batteries —
may vary depending on the manufactured date of the air conditioner.

Notes for the remote controller

® Never expose the remote controller to direct sunlight.

® Dust on the signal transmitter or receiver will become less sensitive. Wipe
off dust with soft cloth.

@ Signal communication may be interfered if an electronic-starter-type fluorescent
lamp (such as inverter-type lamps) is in the room.

e If the remote controller signals happen to operate another appliance, move
that appliance to somewhere else.

® When the remote controller is not in use, please close the slide cover to
prevent damage.

-22 -



PREPARATION BEFORE OPERATION

@Weew @B s H To set date and clock.
(/ ) (Mon-sun) [ 1-6 ) . 2
OFF ® +
@Tm, = 1. Press Reset() (Reset) button to set date and clock.
m "Year" blinks.
J°°P;;s‘e][%][59:"d“ 2. Press (Time) button to set year.
? 3. Press (__)clock (Clock) button. "Day" and "Month" blink.
oWeek\ Forr ] — oayontt 4. Press (Time) button to set day and month.
./. Mon-Sun ._"5' ._"
[ ] ® 5. Press (_ )clock (Clock) button. "CLOCK" blinks.
3 ga 0 ( )
@J 6. Press (Time) button to set the clock.
[CopylPaste] Cancel ]\’:‘[ Send ~
Resst O %cm 7. Press (_ )clock (Clock) button.
\ Date and clock are set.
QWeek\y m _
'/') (Won-sun) [ 1-6 ] dodk IR To modify the date and clock, press (—)ciock (Clock) button.

(orr) ® Please refer steps 1 to 7.
OTlmer [—é=’.j

Rt O %U"“ Date and clock need to be set again after changing batteries.

\

After changing the batteries,

Mode Info 1. Press Reset() (Reset) button.

Air Slee Silent . . .

o 2 oFF T L 2. Pcl)lfnt remote controller towards indoor unit and press
A @ LeaveHome win [N NN nio
s = = ® (INFO) button.

&= 3. The date and clock from indoor unit will be transmitted.

OFF N OK

%W) Time Lo B Date and clock will not be transmitted from indoor unit
on v ) (osee ] when below conditions occur:

(Copypaste] | {_Cancel J=(_sens ] @ When there is a power failure.

Rese‘@ - s ® When power supply is disconnected by user (unit is
V] not in STANDBY MODE).

Note for setting the date and clock.

@ If the date and clock are not set, the ON-timer, OFF-timer and Weekly Timer cannot be set.

o If the date and clock are not set correctly, the ON-timer, OFF-timer and Weekly Timer will not operate
correctly.

® When the ON-timer, OFF-timer and Weekly Timer are set, the date and clock cannot be changed. If
there is a need to change the date and clock, ON-timer, OFF-timer and Weekly Timer will be cancelled.

-23.-



Temperature switching

® The temperature unit switch on this remote controller can be switched between Fahrenheit and Celcius.
® The default unit temperature display is in Fahrenheit.

® The temperature unit will be maintained as it is even when the battery is replaced or operation is reset.
@ Setting for date and clock shall be set first before setting the Weekly Timer operation.

HITACHI ( Fahrenheit

Method to select Fahrenheit
1. While pressing Reset () (Reset) button, press <~ ~ ™ (Temp Down) button.
2. Reset Screen appears and dissappears. After that, °F is displayed on the LCD.

( Celcius

HITACHI Method to select Celcius

1. While pressing Reset () (Reset) button, press <_~__~ (Temp Up) button.
c 2. Reset Screen appears and dissappears. After that, °C is displayed on the LCD.

Powerful Mode Info

—
leep nt.

a

FW/CL OLeaveHame

-24 -



NAMES AND FUNCTIONS OF REMOTE CONTROLLER

REMOTE CONTROLLER

User can control room air conditioner by using remote controller. The distance between signal sender and
receiving window is about 23ft (7m). If indoor lighting is controlled electronically, the range of control may
be shorter.

This remote controller can be mounted on a wall using the fixture provided. Before mounting it, make
sure the indoor unit can be controlled from the remote controller.

Handle the remote controller with care. Dropping or wet remote controller may compromise its signal
transmission capability.

After new batteries are replaced into the remote controller, it takes approximately 10 seconds to respond

to commands and operate.

e When remote controller is not in use for about 3 minutes during OFF condition, indicated by gdis on

the display, the LCD will turn off.

o During clock setting, the LCD will turn off about 10 minutes later if the remote controller is not in use.
When pressing any button, the LCD will turn on.

e The LCD will not turn off during TIMER setting.

Signal Transmitting/Receiving
Window

Point this window towards the
indoor unit when using.

Sensor
A temperature sensor inside the
remote controller detects ambient
temperature around the remote-
controller.

Display

HITACHI

Last This Year Day Month 7
il Clock DoVt o
Error . l'_l'_‘l'rl,'_‘lkWh

e oom

BOBICl:
(62 o) LY | 18
@?% A ?7
Pairing Restlolre Y — ﬁ
BRE-=m

This indicates the room temperature
selected, current time, timer status,
function and fan speed selected.

ROOM TEMPERATURE setting Buttons
Press these buttons to set the room
temperature.

Press the [ A ] button to raise the room
temperature.

Press the [ ~ ] button to lower the room
temperature.

When you keep pressing the button, the
value will change faster.

-25.-

Transmission sign

The transmission sign lights up
when a signal is sent.

START/STOP button

Press this button to start
operation. Press once again to
stop operation.

FAN SPEED selector Button

This will select the fan speed. Every
time you press this button, the fan
speed will change from 23 (AUTO)
- ‘= (HIGH) » &= (MED) —
(= (LOW) = &= (SILENT) (This
button allows selection of optimal
or preferred fan speed for each
operation mode).

ECO Button
Use this button to set the ECO
mode. (p p.33)



NAMES AND FUNCTIONS OF REMOTE CONTROLLER

POWERFUL Button
Use this button to set the

POWERFUL mode. (» p. 31)

AIR SLEEP Button

MODE Button

Use this button to select the
operating mode. Every time you
press this button, the mode will

change from (& (AUTO) = %%
(HEAT) » (O (DEHUMIDIFY)

Use this button to set

a comfortable air sleep
temperature in the room or
start operation. (» p. 41)

FROST WASH / CLEAN Button

(» p. 36)

LEAVE HOME Button

Ny
Powerful Mode Info
ir Sleep ilen
%
FwicL  ®LeaveHome| Swing —
= | =
@ Weekl @
( @/@ ) ||[ Mon-Sun 1-6
( OFF ) A\ OK
@ Timer Time
ON v Delete
[Copy/Pasle] [ Cancel ]‘[ Send ]}
Reselo DC\cck
n
J

(> p. 35)

SILENT Button

Use this button to set the SILENT

mode. (p p. 32)

/\/

— £¥(COOL) and — & (FAN)
cyclically.

INFORMATION Button
(» p. 49)

— AUTO SWING (Vertical) Button
Controls the angle of the horizontal
air louver. (p p. 30)

— AUTO SWING (Horizontal) Button

Controls the angle of the vertical air
louver. (» p. 30)

@) Weekly
(®/® )| Mon-sun] [ 1-6 —— WEEKLY TIMER setting Buttons
o) (> p. 43)

ON / OFF TIMER setting Buttons
(> p. 40) Delete

7 — Mode Selector F?N Fan ON / OFF i

N @ Timer Imer

QC? T ﬁ:taot Powerful ON

O —t Dehumidify Silent | Time

f‘ﬁ — EOO' G | Info hd

—L Fan
Air sleep OK | oK
Fan Speed - X

A— | Auto ¥> | Auto swing (Vertical) Delete | Delete

=" Silent = Auto swing (Horizontal)
C_l Low . Copy/Paste | Copy/Paste

{ Med Leave home
) Cancel | Cancel
High &%) | Frost Wash/Clean
O) Start / Stop Mon-Sun | Day Send | Send
EQC% Eco 1—6 | Program no. (Dciock| Clock

Precautions for Use

® Do not place the remote controller in the following places.

® Under direct sunlight.
® In vicinity of heater.

® Handle the remote controller carefully. Do not drop it on the floor, and protect it from water.

® Once the outdoor unit stops, it will not restart for about 3 minutes (unless you turn the power switch
off and on or unplug the power cord and plug it in again).
This is to protect the room air conditioner and-does not indicate a failure.

® |f you press the Mode selector button during operation, the room air conditioner may stop for about 3

minutes for protection.

- 26 -




VARIOUS FUNCTIONS

B Auto Restart Control

e After recovering from power cut, the room air conditioner will automatically restore with operation mode
and airflow operation mode and airflow operation set previously.
(This is because operation is not stopped by the remote controller).
Note: 1. If you do not require Auto Restart Control, please contact your local sales agent.

e Auto restart control is not available when the Timer or Sleep Timer is set.

AUTOMATIC OPERATION

The room air conditioner automatically selects the mode, i.e, HEAT or COOL depending on the current room
temperature. The selected mode of operation will change when the room temperature varies. However, the
mode of operation will not change when indoor unit is connected to multi type outdoor unit.

~

Press the Mode button so that the display indicates the @ (Auto)
mode of operation.

HITACHI

Clock -5
“ \gog

® When Auto mode is selected, the room air conditioner automatically
selects either HEAT or COOL mode depending on the current
room temperature.

® If the mode automatically selected by the unit is not satisfactory,
manually change the mode setting (Heat, Dehumidify, Cool or
Fan).

/
<
Set the desired Fan Speed with the FigN (Fan Speed) button (the display
indicates the setting).

—> 23 (Auto)—> ‘= (High)—>» = (Med)
——— = (Silent) «— = (Low) (J
%

Set the desired room temperature with the TEMPERATURE buttons\
(the display indicates the setting).

The temperature setting and the actual room temperature may vary
depending on conditions.

Temperature range can be set between 60°~90°F(16°~32°C).

Povierful Mode
(=]

AT Sieep. Silent
@LeaveHome

[

i1l

<
Press the (I) (START/STOP) button.
Operation starts with a beep.
STOP Press the button again to stop operation. )
HITACHI B As the settings are stored in the memory of the remote controller, you

P only have to press the (1) (START/STOP) button next time.

® 1M

=20 I

Press the FifN (Fan Speed) button to select Auto, High, Med, Low or
Silent.
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HEATING OPERATION

® Use the room air conditioner for heating when the outdoor temperature lies within the range stated in
indoor unit operation manual. When the temperature is too warm, the heating operation may not work in
order to protect the room air conditioner.

@ To maintain the reliability of the room air conditioner, please operate when outdoor temperature is above
minimum operating range.

Press the Mode button so that the display indicates £ (HEAT). j

HITACHI

<
Set the desired FAN SPEED with the F?N (FAN SPEED) button
(the display indicates the setting).

E A9 (Auto) —> = (High) —> = (Med)
= (Silent) €«— &= (Low) <;,

Set the desired room temperature with the TEMPERATURE buttons
(the display indicates the setting).

AN

N
m@ >
U\

The temperature setting and the actual room temperature may
vary depending on conditions.

3
I0E
[l B}

Temperature range can be set between 60° ~ 90°F (16° ~ 32°C).

m Press the () (START/STOP) button. Heating operation starts with
STOP | @ beep. Press the button again to stop operation.
Reset O ciock
J
B As the settings are stored in the memory of the remote controller, you
S only have to press the () (START/STOP) button next time.
B During AUTO fan, the fan speed automatically changes as below:
HITACHI ® When the difference between room temperature and set temperature
kI is large, the fan starts to run at High speed.
Eod ""il;' I ® The fan speed changes to lower fan speed when the room temperature
— =17 reaches the preset temperature. This is to maintain optimum room
= temperature condition for heating.
Temp
N ~ @
2]
| YOS

Defrosting

Defrosting will be performed about 5~10 minutes for every 1 hour when frost forms on the heat exchanger
of the outdoor unit.

During the defrost opeation, the operation LED blinks in a cycle of 2 seconds on and 1 second dim. The
maximum time for defrosting is about 20 minutes.

However, if the indoor unit is connected to multi type outdoor unit, the maximum time for defrosting is 15
minutes.

(If the piping length used is longer than usual, frost is likely to form.)
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DEHUMIDIFYING OPERATION

Use the room air conditioner for dehumidifying when the room temperature is over 60°F (16°C).
When it is under 59°F (15°C), the dehumidifying function will not work.

HITACHI

Press the Mode button so that the display indicates O
(Dehumidify).
The fan speed is set at Low.

Press Fi‘N (Fan Speed) button to select Silent or Low fan speed.

\

Set the desired room temperature with the ROOM
TEMPERATURE setting buttons (the display indicates the
setting).

- The range of 68° ~ 78°F (20° ~ 26°C) is
':—°F recommended as the room temperature for
([ M ] e

dehumidifying.

Temperature range can be set between 60° ~
90°F (16° ~ 32°C).

%
<

m Press the (1) (START/STOP)

starts with a beep. Press the button again to stop operation.

button. Dehumidifying operation

J/
<

/

HITACHI

B Dehumidifying Function

only have to press the (1) (START/STOP) button next time.

B As the settings are stored in the memory of the remote controller, you

or other room conditions.

e When the room temperature is higher than the temperature setting: The device will dehumidify the room,
reducing the room temperature to the preset level.
When the room temperature is lower than the temperature setting: Dehumidifying will be performed at the
temperature setting slightly lower than the current room temperature, regardless of the temperature setting.

o The preset room temperature may not be reached depending on the number of people present in the room
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COOLING OPERATION

Use the room air conditioner for cooling when the outdoor temperature lie within the range stated in indoor unit
operation manual. If indoors humidity is very high (80%), some dew may form on the air outlet grille of the indoor

HITACHI
Clock :E:Ll;l

o Rc=nl W | N g

Temp

unit.

~

AGH: Press the Mode button so that the display indicates % (Cool).
Clock ilé::i:g K <

e d=r | N I Set the desired Fan Speed with the Fﬁl (Fan Speed) button (the display
(=t} indicates the setting).
<2> —> A9 (Auto) —> = (High) —>» = (Med)
—— =) (Silent) €«— = (Low) (J

\ /
<

Set the desired room temperature with the TEMPERATURE buttons
(the display indicates the setting).

The temperature setting and the actual room temperature may vary
depending on conditions.

Temperature range can be set between 60° ~ 90°F (16° ~ 32°C).

J
<
Press the () (START/STOP) button. Cooling operation starts with a
beep. Press the button again to stop operation. The cooling function
does not start if the temperature setting is higher than the current
room temperature (even though the () (OPERATION) lamp lights).
The cooling function will start as soon as user set the temperature
below the current room temperature.

/

As the settings are stored in the memory of the remote controller, you
only have to press the () (START/STOP) button next time.

During AUTO fan, the fan speed automatically changes as below:
® When the difference between room temperature and setting

temperature is large, fan starts to run at HI speed.

@ After room temperature reaches the preset temperature, fan speed

will be changed to lower speed to obtain optimum room temperature
condition for natural healthy cooling.
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FAN OPERATION

User can use the remote controller simply as an air circulator.

~

Press the Mode selector so that the display indicates
HITACHI 3‘ (Fan).

Set the desired Fan Speed with the F?N (Fan Speed) button (the display
indicates the setting).

|—> ‘= (High) —> = (Med) —> &= (Low) —> =3 (Silent)

START Press the ® (START/STOP) button. Fan operation starts with
=N STOP a beep. Press the button again to stop operation. )

AAAAAAA

©> % AUTO SWING OPERATION

VERTICAL SWING |

B To start Vertical Auto Swing

Powerful Mode Info P .
® Press (AUTO SWING (VERTICAL)) button. The louver swings
© 17
[% vertically.
% > displays on the LCD.

FwicL  ®LleaveHome  Swing
[ 0] =

B To cancel Vertical Auto Swing

e Press {5 (AUTO SWING (VERTICAL)) button again. The louver stops at
its current position.

5 dissappears from the LCD.

HORIZONTAL SWING |

B To start Horizontal Auto Swing

Powerful Mode
98
S ® Press i3 (AUTO SWING (HORIZONTAL)) button. The louver swings
horizontally.
FwicL  &LeaveHome
=* @ 5 displays on the LCD.

B To cancel Horizontal Auto Swing

~
® Press 7 (AUTO SWING (HORIZONTAL)) button again. The louver
stops at its current position.

i dissappears from the LCD. )

® For condition vertical and auto swing set during COOLING and dehumidifying, do not let the louvers
swing or in the lower position for a long time. It may lead to dew condensation on the louvers.
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POWERFUL OPERATION

Powerful
® By pressing (Powerful) button during AUTO, HEATING, DEHUMIDIFYING, COOLING or FAN

operation, the air conditioner performs at the maximum power.
® During POWERFUL operation, cooler or warmer air flow blows out from the indoor unit for COOLING
or HEATING operation respectively.

B To start POWERFUL operation
-~

HITACHI \
dock LI Powerful .
. ':i:‘l ® Press (Powerful) button to start powerful operation.
SjLrr
= “ 029 ” displays on the LCD.
D £y " display
POWERFUL operation ends in 20 minutes. Then the system
automatically returns to the previous setting.
_ J
B To cancel POWERFUL operation
a N

® Pressthe (1) (START/STOP) button. Or

rful

Powe
® Press (Powerful) button again.

POWERFUL operation stops.

“ ” disappears from the LCD.

~
N

® When SLEEP mode, ECO mode, SILENT mode or LEAVE HOME mode is selected, POWERFUL operation
is cancelled.

® During POWERFUL operation, capacity of the air conditioner will remain the same.
— if the air conditioner is already running at maximum capacity.
— just before defrost operation (when the air conditioner is running in HEATING operation).

@ After auto restart, POWERFUL operation is cancelled and previous operation shall start.

® For multi model connections, POWERFUL operation may not function depending on operation conditions.
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SILENT OPERATION

Sil
® By pressing (Silent) button during AUTO, HEATING, DEHUMIDIFYING, COOLING or FAN
operation, the fan speed will changes to silent fan speed.

B To start SILENT operation

HITACHI
T Sient
- i—ﬂﬁi, ® Press (Silent) button during operation.
=0l
. T,-’_q- “ =3 ” blinks during Silent. Fan speed will be in silent.
B To cancel SILENT operation
Temp
N e
E ® Press O (START/STOP) button. Or
Silent &

® Press (Silent) button again or 5% (Fan Speed) button.

Fan speed returns to previous fan speed before SILENT
operation starts.

SILENT operation stops.
“ = ” stops blinking on the LCD.

/\/

® When POWERFUL operation is selected, SILENT operation is cancelled. Fan speed returns to previous
fan speed before SILENT operation.
® After auto restart, SILENT operation is cancelled. Fan speed returns to previous fan speed before
SILENT operation.
Silent

@ During any operation with fan speed 3 (Silent), if press (Silent) button, fan speed does not
change.
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cc» ECO OPERATION

There are two kinds of ECO OPERATION with sensor or without sensor, depending on models.
Please refer to [Names and Functions of each part] in the unit instruction manual to verify if your unit is equipped
with a sensor and read the following instruction on ECO Operation accordingly.

B ECO OPERATION (WITHOUT SENSOR)

ECO operation is an energy saving function by changing set temperature automatically and by limiting the
maximum power consumption value.

® Press E%O (ECO) button during AUTO, HEATING,
DEHUMIDIFYING or COOLING operation.

Sl
[ [
- 1
=
B To start ECO operation
~ N

® Press E%% (ECO) button during operation.

“ ” displays on the LCD.

A beep sound is emitted from indoor unit.

Energy saving operation starts by changing the set temperature
higher or lower automatically and limiting power consumption.
This function may vay based on the connected outdoor unit.

_ J
B To cancel ECO operation
4 N

® Press () (START/STOP) button. Or

® Press E%DO (ECO) button again.

“ ” disappears from the LCD.

A beep sound is emitted from indoor unit.

ECO function will not be effective when power consumption is low.

By pressing (POWERFUL) button, ECO operation is cancelled.

After auto restart, ECO operation is cancelled and previous operation mode shall resume.

For multi model connections, energy saving operation shall start only by changing set temperature higher
or lower automatically. However, effectiveness of ECO depends on operation conditions.
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0o ECO OPERATION

H ECO OPERATION (WITH SENSOR)

The sensor detects the presence of people in the room. When nobody is detected, the unit automatically starts
energy saving operation by shifting the set temperature in two steps.

\

N ™ | ¥ i

HITACHI

Clock  B1-=U71
[N W)

([}

=

@

® Press E%DO (ECO) button to start ECO during AUTO,
HEATING, DEHUMIDIFYING or COOLING operation.

~

J

H To start ECO operation
~

® Press E%)O (ECO) button during operation.

“ ” displays on the LCD.

A beep sound is emitted from indoor unit.

The sensor starts to detect the presence of people in the room.

B To cancel ECO operation

~
® Press () (START/STOP) button. Or

® Press E%JO (ECO) button again.

“ ” disappears from the LCD.

Abeep sound is emitted from indoor unit and the (ECO) lamp on
the indoor unit turns off.

-

J

When the presence of people is not detected for 20 minutes, the set temperature is automatically shifted for
energy saving. If nobody is in the room for 60 minutes, the set temperature is shifted further.

Cooling operation [diagram representation Heating operation [diagram representation
for illustrative purpose only] for illustrative purpose only]
Setting Setting
temperature Shift temperature Shift
Shift temperature temperature Shift
temperature temperature
] —\—\_,
| | | |

20 minutes

60 minutes 20 minutes 60 minutes

The unit returns to normal operation when the sensor detects human movement.

® By pressing (POWERFUL) button, ECO operation is cancelled.
® After auto restart, ECO operation is cancelled and previous operation mode shall start.
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LEAVE HOME(LH) OPERATION

Prevent the room temperature from falling too low when no one is at home. The default setting is 50°F (10°C) and the range
can be set between 50° ~ 60°F (10° ~16°C).

This operation is able to operate by "Continuous operation" or "Day timer operation". Please use "Day timer operation" to
set the number of days up to 99 days.

Continuous operation

HITACHI

[c=my)

H
@

Day timer operation

HITACHI

B To start LEAVE HOME operation

-~

Option 1. Continuous operation.
(1) Press "5} (LEAVE HOME) button.

Option 2. Day timer operation.

@ Set number of operation days (1 to 99 days).

Room temperature is set at 50°F (10°C) and heating operation
starts.

Set the desired room temperature with TEMPERATURE buttons.
Temperature range can be set between 50° ~ 60°F (10° ~16°C).

«fr «LH <A, <[ “SET TEMPERATURE” are

g

displayed on the LCD.

@LeaveHome

ress utton during stop or operation.
Press [ @ ] (LEAVE HOME) button duri i

Room temperature is set at 50°F (10°C) and heating operation
starts.

Set the desired room temperature with TEMPERATURE buttons.
Temperature range can be set between 50° ~ 60°F (10° ~16°C).

“ O NN, EEN ==k «[LH) » “SET TEMPERATURE” are
displayed on the LCD.

AN

Press | ™ | (Time) button to select number of days.

v

Number of days blink.

* Press “ A (UP)” or “~ (DOWN)"to set number of days from 1
day to 99 days.

* Number of day is counted when clock indicates 0:00.

Press (Send) button to confirm number of operation days.
Display for number of operation days stops blinking.

Press (Cancel) button to reset number of operation days
or to have continuous operation.

/

® After reaching the set number of operation days for Leave Home or by pressing the (Leave Home) button again,

the unit operates in previous mode.

During Leave Home operation, fan speed and horizontal air louver position cannot be changed.
By pressing (Leave Home) button, implementation of Weekly Timer or Once Timer is cancelled.
In case of power supply shut down, after autorestart, all setting for number of days operation will be reset and unit

shall be in continuous operation.

POWERFUL, SILENT and ECO operations are not applicable during Leave Home operation.

For multi connection

e FAN/COOLING/DEHUMIDIFYING and Leave Home cannot operate at the same time.
The first-run unit has a priority and other units in different mode will be in standby mode.

e Heating operation can be used with Leave Home.

e When two or more rooms are set to operate Leave Home, the temperature set by Leave Home may not be
reached. It also depends on outdoor temperature.

-36 -



ga FROST WASH OPERATION (For single model connection)

® The dust and dirt adhere to indoor heat exchanger is the cause of the smell. Dust and dirts are being removed by freezing
and thawing on the heat exchanger.

® Frost wash function operates when the outdoor temperature is 34° ~ 109°F (1° ~ 43°C) and indoor humidity is 30% to 70%.

® There are two kinds of Frost Wash operation, auto mode and manual mode.

B Frost Wash (Auto mode)

4 The process of Frost Wash

‘ Frost Wash start ‘ ‘ Frost Wash end ‘
\ 4
ébout 8 mg < About 20 min to 110 min. >

X It depends on the conditions of the room.

Operatlon such as Fan operation| Freezing and thawing heat exchanger > Auto Stop
cooling operation
; JAN The upper and lower louver(s) remain open during fan operation, freezing, thawing.
Running Stop
® LED on the indoor unit lights up during Frost Wash operation.
@ If user wishes to stop Frost Wash operation, press the (D (START/STOP) button twice.
® When pressing the button such as cooling during Frost Wash operation, Frost Wash operation is discontinued and
cooling operation will start after 3 minutes approximately.
® When Frost Wash is stopped during Frost Wash operation, the unit automatically restarts Frost Wash Operation during
room air conditioner is in standby mode.
® In order to protect the product, Frost Wash function cannot be carried out again for about 60 minutes after Frost Wash

operation is completed.

N
AN

Frost Wash auto start conditions

Accumulated operating hours of the air conditioner have exceeded 42 hours

Air conditioner is operated for more than 30 minutes and stops, sush as
cooling operation
)

Human sensor detects human presence in the room for 15 minutes and over
4 times; or not in room for 15 minutes

’ Frost Wash start ‘ ’ Frost Wash end
Accumulated operating hours of the air conditioner | A 4
D have exceeded 42 hours not in room
About 30 minutes or more About 8 min About 20 min to 110 min.
» B B
.l L] L] »
Operation such as Operation such as Fan operation detect human
ARSI ST cooling operation cooling operation in room or not in room SEEIEST Auto Stop
JAN A
Running Stop Running Stop
Frost Wash finish
15 min 15 min 15 min 15 min
Fan operation | in | Fanoperation | in | Fanoperation | in | Fanoperation |, o0 minto 110 min.
in room | detect human | room | detect human | room | detect human | room room < »
in room or not »| in room or not »| in room or not > »
in room in room in room Frost Wash Auto Stop

e When the outdoor temperature or indoor humidity are not suitable for Frost Wash operation, only fan operation is carried out, Frost
Wash operation will be done when room air conditioner is in standby mode.

e Sometimes the heat exchanger may not freeze depending on the conditions of the room.

e When the ON timer reaches the set time during Frost Wash operation, it will stop the Frost Wash operation and start the operation of
setting mode.

e If the interval of the Off to On timer is less than 2 hours, Frost Wash operation may not be completed. In that case, it will restart Frost

Wash operation at the next operation stop.

To return to normal Frost Wash (Auto mode) interval (42 hours), please stop operation of air conditioner and operate Frost Wash (Auto

mode) or Frost Wash (Manual mode).

When the Frost Wash operation has not been operated in last 84 hours, Frost Wash kicks in automatically after halting the operation

even if a human sensor detects a person in the room. /

(o
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G—*2) FROST WASH OPERATION (For single model connection)

B To disable Frost Wash (Auto mode)

= FW/CL
Press (Time) button and @ (Frost Wash/Clean) button on the

same, Frost Wash (Auto mode) is canceled. “ |¢l3 ” disappears from the
HITACHI LCD.

il ook pomm
l'i'.l'.r

& = B To enable Frost Wash (Auto mode)

= FW/CL R
Press and hold (Time) button and | &*» | (Frost Wash/Clean) button
on the same, Frost Wash (Auto mode) is set. |¢i3 ”is displayed on the LCD.

J

® |f Frost Wash function is not being used for a long period, it may not be possible
to completely remove the dust and dirt adhering to indoor heat exchanger. This
will cause odour. Hence, kindly operate Frost Wash frequently by using the
remote controller.

H The screen of the remote control

® At Frost Wash (Auto) enabled “ l}l,j " is displayed on the LCD.
® At Frost Wash (Auto) disabled “ |¢_*3 ” disaappears from the LCD.

B Frost Wash (Manual mode)
F.W/CL

When room air conditioner is in standby condition, press (Frost Wash/Clean) button to start manual frost wash.

B How to start and cancel Frost Wash (Manual mode)

~
FW/CL [N
® Press (Frost Wash/Clean). “ L L " is displayed on the LCD. Frost

@) Wash operation starts. “ (& _*:j ” LED on the indoor unit lights up.

HITACHI

~

@ After one hour, “ i i " is disappears from the LCD. After about two hours,
the room air conditioner stops Frost Wash operation.

® In order to protect the product, Frost Wash function cannot be carried out
again for about 60 minutes after the Frost Wash operation is completed.

® Recommended time for Frost Wash operation will be indicated by " =t
LED flash for 15 seconds once room air conditioner stop its operation.

_ /
o R
® Press @ (START/STOP) button, the operation will stop.
“ |¢l3 ” LED on the indoor unit turns off.
/

Precautions for Use

® Do not open windows or doors during frost wash operation. Water will condense on the air louver and
drips down occasionally. This may wet your furniture.

Do not open or remove the front panel during Frost Wash operation. It may cause injury or malfunction.
Frost Wash operation does not wash away all dust and dirt.

Hissing, fizzy or squeaking noise may be produced during Frost Wash operation.

If the room air conditioner is continuously running, Frost Wash function is not effective.

During Frost Wash operation, if there is power loss and when the power supply is restored, Frost Wash
function will not restart.

After turning on the power supply, please wait for a while before operating Frost Wash operation.
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QQ OUTDOOR FROST WASH OPERATION (For single model connection)

Dust and dirts are being removed by freezing and thawing on the heat exchanger. Outdoor Frost Wash
Function operates when the outdoor temperature is between 41° ~ 77°F (5°~25°C) and indoor room
temperature 41°~77°F(5°~25°C).

Outdoor Frost Wash operation will operate automatically.

B Outdoor Frost Wash (Auto mode)

~

Outdoor Frost Wash Process
’ Outdoor Frost Wash starts ‘ Outdoor Frost Wash ends ‘
A\ 4 Y
About 1 min About 3 mins 31 mins approximately 30 mins
L1 » »

< >

Xt depends on outdoor temperature "

Waiting for the | 14601 and outdoor

gtu(:goor fanto | temperature detection

Freezing and thawing heat exchanger Drying Auto Stop

The upper and lower louver(s) remain open
during freezing and thawing.

Frost Wash LED on the indoor unit lights up during Outdoor Frost Wash operation.

If user wishes to stop Frost Wash operation, press the () (START/STOP) button.

After operating for about 10 mins or more and stopping (excluding ventilation operation, the fan outdoor unit
rotates in reverse direction for about 3 mins each time to remove dust from the heat exchanger).

During Outdoor Frost Wash, the entire of heat exchanger frost. After that, it will thaw to wash away dirt from
the heat exchanger.

® Do not bring hair or tiny rope too close to the outdoor unit when the fan of outdoor unit is rotating in reverse
direction.
- J
4 Outdoor Frost Wash iti b
utdoor Frost Wash auto start conditions
60 days after 1 Outdoor Frost Wash Operation
Indoor temperature and outdoor temperature satisfy the condition
e If the conditions are not met, Outdoor Frost Wash will restart on the next day at the same time.
® During Outdoor Frost Wash process, if user stops or cancels then auto Outdoor Frost Wash will start after
60 days has passed.
e If timing for auto Indoor Frost Wash and Outdoor Frost wash are overlapped, Indoor Frost Wash will be
executed first.
® Depending on the environment, the heat exchanger may not freeze.

J
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[QU CLEAN (ONE TOUCH CLEAN) OPERATION (For multi model connections)

Use this function to dry the heat exchanger of the indoor unit to prevent formation of mild dew.
B To start CLEAN operation
HITACHI / FWiCL \
® Press (Frost Wash/Clean) button when unit is OFF.
:‘: Total time taken for One Touch Clean operation when the room
= 1 air conditioner is in standby condition. During this operation,
FAN operation shall operate.
During one touch clean, operation LED is blinking.
“LL” is displayed on the LCD.
Temp K /
N
6 B To cancel CLEAN operation
RN
:1 \@ e Press () (START/STOP) button J
,@ ﬁ
~
[E=N
Reset O ckock
/\/

® When Clean operation completes, room air conditioner enters standby condition automatically.
o If Weekly Timer or Once Timer is set, these tlmers must be cancelled before operating Clean operation.

e For multi model connections, when pressing E (Frost Wash/Clean) button, only fan operation is

available

@ For multi connections, when one room operates CLEAN operation first, other rooms can operate COOLING,
DEHUMIDIFYING or FAN operation. However, when other rooms need to operate HEATING operation,
air conditioner will be in STANDBY condition. After Clean operation finished, HEATING operation will

start.
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ONCE TIMER (ON/OFF TIMER) OPERATION

HITACHI

Clock l:l R
y-Liby

'l [y
=

B To cancel Reservation

OFF TIMER

This remote controller can be used to turn off the room air conditioner at preset time.
1. Press (OFF-Timer) button. [€)] ™ and .'_,' .'_,'.'_' blink on the display.

> 2. Set the "turn-off time" with (Time) button.

3. After setting, point the remote controller towards the indoor and press
(Send) button.

OFF and "set time" lights up instead of blinking.
A beep sound emitted from indoor unit and the (TIMER) LED on the indoor unit

lights up.
N y
ON TIMER
This remote controller can be used to turn on the room air conditioner at preset time.
1. Press (ON-Timer) button. ON and .,.,'L,' blink on the display.
2. Set the "turn-on time" with (Time) button.
3. After setting, point the remote controller towards the indoor and press
(Send) button.
ON and "set time" light up instead of blinking.
A beep sound emitted from indoor unit and the (TIMER) LED on the indoor unit
Y lights up. )

ON/OFF TIMER

-

® The room air conditioner will turn on or turn off at the designated time.
The room air conditioner will turn on or turn off based on the first setting.

® The arrow mark appears on the display to indicate the sequence of switching
operations.

1. Press (OFF-Timer) button so that @ and -'_-,'i_p_l blink on the display.

2. Set the "turn-off" time with (Time) button. After setting, point the remote
controller towards the indoor and press (Send) button.
@ Timer

3. Press m (ON Tlmer) button so that OFF and set "turn-off" time light up.
The ON and ._,.._,._, blink.

4. Set the "turn-on" time with (Time) button.

5. After setting, point the remote controller towards the indoor and press
(Send) button

ON and set "turn-on" time light up instead of blinking.

A beep sound emitted from indoor unit and the (TIMER) LED on the indoor unit
lights up.

J

B The timer may be used in three ways: OFF-timer, ON-timer and ON/OFF (OFF/ON)-

timer.

@ Point the signal window of the remote controller towards the indoor unit and press (Cancel) button.
and "ON or OFF set time" goes out with a beep and the (TIMER) LED on the indoor unit turns off.

® User can set only one of the OFF-timer, ON-timer or ON/OFF-timer.
o If weekly timer is already set, after that if user sets Once Timer, Once Timer is prioritized.
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AIR SLEEP OPERATION

With motion sensor, the room air conditioner detects movements, its location and temperature around people to

control set temperature and control fan speed to provide comfortable and energy saving operation as well as to
achieve comfortable sleep environment.

B To start Air Sleep operation

HITACHI

a N
ok R Air Sleep . . . .
[~ Press the Air Sleep) button during Cooling operation.
o llld (AIr Sleep) g Cooling op

1 ® “ {;li ", ‘&g ”and ¢ ” are displayed on the remote
controller display.

@ During Air Sleep operation, fan speed changes to Low.

® A beep sound emitted from the room air conditioner after Air

N Sleep signal is sent.
- J
EESTRN

S

=) (0] ﬂ B Adjusting Room Temperature

@?:5 ~ ® Select the desired temperature with ROOM TEMPERATURE
~ setting button (the display indicates the setting).
;
e O S ® The temperature range from 77° ~ 82°F (25° ~ 28°C) is
recommended as the room temperature for comfortable sleep.
/\_/
HITACHI
Clock lﬂi‘li‘l
=
el l" llF
(=)
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AIR SLEEP OPERATION

B To cancel Air Sleep operation

-

N

Press (1) (START/STOP) button.
e Room air conditioner turns off.
Press (Air Sleep) button.
e Pressing (Air Sleep) button again until “ ” disappears from the remote controller display.

Powerful
Press button.
e Pressing (Powerful) button until “ ” disappears and ” appears on remote controller
display.

Mod
Press i] button.
e Pressing [ ] (Mode) button again until * ” disappears from the remote controller display. Mode
appears on remote controller display as per user’s selection.

/

® With the motion sensor, the room air conditioner can monitor human movement. If no human movement
is detected, then the temperature will be increased automatically 1°F (0.5°C) and the unit continues
running for 1 hour. Fan speed changes to SILENT.

If the condition of activity in the room is stable, the unit continues running with the temperature increases
another 1°F(0.5°C).

If the room temperature has increased, the fan speed changes to LOW automatically.

If there is only small activity is detected, the temperature will decrease by 1°F (0.5°C).

Locate position of human & surrounding for air blow operation direction.

If vigorous human activity is detected, the temperature and fan speed return to previous setting.
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@ Weekly

WEEKLY TIMER OPERATION

User can select Mode A or Mode B. For each mode, user can set up to 6 programs perday. In total, maximum
of 42 programs can be set for a week for each mode.

If date and clock are not set, the timer setting for Weekly Timer cannot be set.

If date and clock are not set correctly, Weekly Timer cannot be operated correctly.

Setting for calendar and clock shall be set first before operating Weekly Timer.

Step 1:

Set the schedule setting on the remote controller. Point the remote controller to the indoor unit
to send the signal of Weekly Timer.

Step 2: Select Mode A or Mode B to enable or disable Weekly Timer..

Step 3: Copy and cancel the schedule setting.

Step 1 :

Set the setting schedule on the remote controller. Point the remote controller to

the indoor to send the signal of Weekly Timer.

e
Reset O (:cm

© Weekly

Delete

[1

Reset O C)C\ock
@ Weekly

l/l Mon-Sun

OFF OK
(_)T\mer Time

Delete

[Copy/Paste] Cancel ] [ Send
Reset O C)cmk

)
©)

@

B How to set a WEEKLY TIMER.
1. Select Mode A or Mode B

Press (Weekly) button. WEEKLY lights up. [ and [B) blink on the
display. (Mode A is selected).
Press (Weekly) button again, B and blink on the display.

(Mode B is selected).

e If no setting has been set by user, ON/OFF, ====, = ¢ appear.

e If setting has been set by user, ON/OFF, ==/== | = "¢ will not
appear.

. Set a program

Press (Weekly) button for about 3 seconds. User can change
mode on the remote controller.

B, day: Mon, program no. :
temperature blink on the display.

1, ON/OFF, setting time and setting

. Select the desired day of the week

Press (DAY) button.

The day changes from Mon — Tue — Wed — Thu — Fri = Sat — Sun
— Mon, Tue, Wed, Thu, Fri, Sat, Sun [Full days] — Mon, Tue, Wed, Thu,
Fri [weekday] — Sat, Sun [weekend] = Mon — Tue ......

Select [Full days] for daily setting.

Select [weekday] for Monday to Friday setting.

Select [weekend] for Saturday and Sunday setting.

e After setting has been set, it is easier for user to check and modify at
the same time.

. Press button to select a program number.

The number changesfrom1=— 2= 3= 4= 5— 6= 1— 2 ...
e |f program number has been set, follow above in order to make
changes.
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WEEKLY TIMER OPERATION

@ Weekl
( A/B )] Mon-Sun 1-6

N\ OK

) Cancel |#| Send

Reset O (Dclock

yas

[g?)} [Mon-Sun] [ 1-6 ]
OK

( OFF )
@Timer

[Copy/Pasts] [Cancel ]4.-\[ Send ]
Reset O clock
Fa¥
Temp

=

© Weel
( ®/B )| [Mon-Sun 1-6
o
@Timer Time
ON v Delete

[Copy/PasIe] [Cancel ]”.\‘[ Send ]
yau

OFF A

Reset O (CDclock
@ Weekly
(/) [Mon—Sun] [ 1-6 ]
( OFF ) ey OK
@Timer Time
ON v Delete
Copy/Paste Cancel |=| Serq
Reset O -

A\

5. Press (ON-OFF TIMER) button to select ON TIMER or OFF TIMER

ON
setting.

6. Press (Time) button to set time setting.
7. Press (TEMP A or ~v) button to set temperature setting.

8. Press (OK) button. The setting is set. Day, program number, ON
setting and setting temperature display on the remote controller.
continuously blinks. If setting is not completed, setting will not be saved
in memory.

=
To set another Weekly Timer, press buttons.

Repeat the steps from 3 to 8.

9. Atfter all the setting have been set, press (Send) button while
pointing the remote controller towards the indoor unit for about 3 seconds.
Timer LED on the indoor unit blinks rapidly.

After beep sound emitted from indoor unit, Timer LED lights up.

Please ensure that the Timer LED lights up.

This indicates that the setting has been saved in the indoor unit and Timer
setting has been completed.

The setting contents appears on the remote controller display.

e If Timer LED on the indoor unit does not light up, press (Send)
button while pointing the remote controller towards the indoor unit for
about 3 seconds.

e CAUTION ! Do not press (Cancel) button during Weekly Timer
operation because this will result in all setting contents to be lost.

e The setting contents will not stored in the indoor unit until
(Send) button has been pressed.

e Up to 6 programs can be set per day. Setting ON TIMER or OFF TIMER for each program number
can be at random. When pressing (Send) button, the set ON TIMER or OFF TIMER for each
program number will automatically arranged so that program number 1 shall have the earliest time and
program number 6 shall have the latest time.

If the setting time is the same, Priority will be given to the latest reservation contents.

e CAUTION ! If the remote controller is left idle and (Send) button is not pressed within 3 minutes

after setting have been made, all current settiing will be lost.
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@ Weekly

WEEKLY TIMER OPERATION

Step 2: Select Mode A or Mode B and enable or disable WEEKLY TIMER.

Mon-Sun 1-6
A OK
& Timer Time
( ON ) v Delete
[Copy/Pas(e] [ Cancel ]’f‘\‘[ Send ]
Reset O Cciock
VaX
© Weekly
(/) [Mon-Sun] [ 1-6 ]
( OFF ) AN OK
@Timer Time
ON v Delete
Copy/Paste Cancel |2 Serq
Reseto -
o)

© Weekl
(®/@ )| |Mon-Sun 1-6
( OFF ) AN OK
@Timer Time
ON v Delete
Copy/Paste Carcel |2 Send
Reset O Cclock
ay

How to select Mode A or Mode B of WEEKLY TIMER setting.

@ Weekly

. Press (Weekly) button. and [@)] blink on the display. (Normally

Mode A will blink first).

@ Weekly

. Press (Weekly) button again. [EJ and blink on the display.

. Select Mode A or Mode B. Press (Send) button while pointing the

remote controller towards the indoor unit for about 3 seconds. Timer LED
on the indoor unit blinks rapidly.

After beep sound emitted from indoor unit, Timer LED will light up.
Please ensure that the Timer LED lights up.

This indicates that Mode A or Mode B selection and active WEEKLY
TIMER have been confirmed.

Setting non-active WEEKLY TIMER .

. Point the remote controller towards the indoor unit and press

(Cancel) button.

Beep sound is emitted from the indoor unit and Timer LED will turn off.
Setting indication on remote display also dissappears. This indicates that
Weekly Timer has been disabled.

e To enable the setting of WEEKLY TIMER , repeat the steps for "How
to select Mode A or Mode B of WEEKLY TIMER setting".

NOTE

o When user sets Once timer while Weekly Timer has been set earlier, Weekly Timer will be interrupted.
After Once Timer operation is completed, Weekly Timer will resume its operation.

e When ONCE TIMER is cancelled, operation of WEEKLY TIMER is also cancelled. Therefore, Weekly
Timer must be set again if user wishes to continue with Weekly Timer operation.

o After auto restart, WEEKLY TIMER operation is cancelled. Therefore, Weekly Timer must be set again
if user wishes to continue with Weekly Timer operation.
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oWeekIy

WEEKLY TIMER OPERATION

Step 3: Copy and cancel the schedule setting.

© Weekly

[1
Reset O Dc\eck
o Week!
./ B

< -
Reset O Dcleck

© Weeki;
[J
(ox ]
T
\'";e Delete

Copy/aste Cancel |=| Send
Reset O Ociok
)

Q Weekl
l/ B

< -
Reset O Dclcck

@ Weekl:
[J

N OK
Time
\4 Delete

CopyRaste Cancel || Send
Reset O clock
m

© Weekl
(@)c=

OFF A OK
Time
v Delete
Copy/Paste Cancel |2 Serq
Reset O -

la}

B How to copy and paste.

Editing the schedule setting is easy by copying data from one day to another
day.

@ Weekl

. Press (Weekly) button to select Mode A or Mode B.

@ Week!
. Press (Weekly) button for about 3 seconds to start editing the

schedule setting.

. Press (DAY) button to select a day of the week to copy.

. Press (Copy/Paste) button. Then "PASTE" blinks on the display.

* Press (Cancel) button to cancel the COPY mode. Normal setting
mode is enabled.

. Press (DAY) button to select a day of the week to paste.

. Press (Copy/Paste) button one more time to paste. (@) only blinks

on the display.

. To continue copying to other days, press or or or

Then start from step 3.

. After copy and paste completed, press (Send) button while

pointing the remote controller towards the indoor unit for about 3 seconds.
Timer LED on the indoor unit blinks rapidly.
After beep sound emitted from indoor unit, Timer LED lights up.

Please ensure that the Timer LED lights up.
If Timer LED does not light up, Press (Send) button again.

e Setting information will not be updated (Send) button is not
pressed.

e If there is no setting information, copying data from one day to another day cannot be done.
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OWeekIy

WEEKLY TIMER OPERATION

Step 3: Copy and cancel the schedule setting.

B How to delete Weekly Timer setting.
) )
[Delete setting of one program]
ON Delett @ @Weekl
= 1. Press (Weekly) button to select Mode A or Mode B.

=]

Reset O Dcmck ©Weekly - .
2. Press (Weekly) button for 3 seconds to start editing the setting.

ST 3. Press (DAY) button to select a day of the week to edit.

4. Press to select program number. Selected program number will

(3) blink.
Delete
[oopy/paste] 5. Press (Delete) button. Setting of selected program number is

Reset O Dc\ock deleted.

@Week, 6. After deleting, press (Send) button while pointing the remote
(a/m) M controller towards the indoor unit for about 3 seconds. Timer LED on the
o) indoor unit blinks rapidly.

omer Time @ After beep sound emitted from indoor unit, Timer LED lights up.

(oeere ] Please ensure that the Timer LED lights up.
[°°°g“te] e Setting will not change if (Send) button is not pressed.
Reset Clock
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WEEKLY TIMER OPERATION

Step 3: Copy and cancel the schedule setting.

Con)
[1
Reset O DCIock
© Weekly

==

[S)

Reset O Dc\cck

N OK

Time

<
Copy/Paste Cancel |=| Send \
Reset O Cclock

yau

© Weekly
(@D ]-

~
O Time

0
Copy/Paste Cancel |2 Sexq

Reset O -
N

m
[1

Reset O D Clock

© Weekly

N OK
Time
<
Copy/Paste Cancel || Send
Reset O Cclock

A\

[Delete setting of one day]

@ Weekly

1. Press (Weekly) button to select Mode A or Mode B.

@ Weekly

2. Press (Weekly) button for 3 seconds to start editing the schedule
setting.

3. Press (DAY) button to select a day of the week to edit.

4. Press (Delete) button for about 10 seconds. Setting for all program
numbers will be deleted.

e If press for a short time, setting for one program number will be
deleted.

5. After deleting, press (Send) button while pointing the remote
controller towards the indoor unit for about 3 seconds. Timer LED on the
indoor unit blinks rapidly.

After beep sound emitted from indoor unit, Timer LED lights up.

Please ensure that the Timer LED lights up.

e Setting will not change if (Send) button is not pressed.

[Delete Mode A or Mode B]

@ Weekly

1. Press (Weekly) button to select Mode A or Mode B.

2. Point the remote controller towards the indoor unit and press
(Delete) button for about 10 seconds while Mode A or Mode B display
blinks.

After beep sound emitted from indoor unit, setting for Mode A or Mode B
will disappear.

e |[f all setting in the remote controller were deleted and pressed (SEND) button, no signal will be
transmitted to indoor unit. Timer LED will remain off and no changes will be done to the setting saved

in the indoor unit.
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INFO FUNCTION

By pressing (Info) button, temperature around remote controller and monthly power consumption are
displayed on the remote controller. e

After changing the batteries, point the remote controller towards the indoor unit and press (Info) button.
Current date and clock will be transmitted from indoor unit.

In order to receive information from the indoor unit, the distance between remote controller and receiver from
the indoor unit should be within 7ft (2m).

B To check temperature around remote controller

HITACHI Info

Press (Info) button.

Temperature displays for 10 seconds.

B To check monthly power consumption

-~

Roor

E}

o

-

Direct the remote controller towardsI tfhe receiver of indoor unit (within 7ft (2m)
nio

in front of indoor unit) and press (Info) button. Wait for 2 seconds for
Temp signal transmission.

Info
While temperature around remote controller is displayed, press Info
p played, p (Info)

button repeatedly. The display will show as below:

RS this month power consumption amount for heating — last month power consumption

amount for heating — this month power consumption amount for cooling — last
month power consumption amount for cooling — temperature around remote
controller = this month power consumption amount for heating ...... cyclically.

@ |If indication is not appeared, bring remote controller closer to the receiver
of the indoor unit.

® Indicated value shall be regarded as a reference only.
\_ /

H Current calendar and clock can be retrieved from indoor unit

~

4 Point the remote controller towards Itpe receiver of indoor unit (within 7ft (2m)
nio

s in front of indoor unit) and press (Info) button. Wait for 2 seconds for

signal transmission.

Once received the current date and clock, check whether the information is
correct or not by pressing (__)clock (Clock) button.

@ Ifthere is no power supply to indoor unit or calendar and clock have not been
set, INFO function cannot be used for sending or receiving information.

® In case failure occurs to the room air conditioner, by pressing (Info) button, an error code will be
displayed.

Point thelnfroemote controller towards the receiver of indoor unit (within 7ft (2m) in front of indoor unit) and
press (Info) button. Wait for 2 seconds for signal transmission.

An error code will be displayed.

Call service center and inform the error code.

® Information of “Monthly power consumption” is not available for 6 rooms multi system.

e Info Function to check monthly power consumption.

During installation, in case of power failure or breaker ON / OFF, ensure to set the date and clock for each
indoor unit (unit in standby mode or auto restart), for single or multi connection, by pressing () (START / STOP)
button.

If this procedure is not carried out successfully, monthly power consumption amount will not be displayed on
the remote controller.
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